Drehtisch VA 1400

Drehtisch VA 1400 Technische Daten

Der Drehtisch dient als Puffertisch fiir fertig - Durchmesser:  1000,1250,1400 mm
verpackte Produkte. Er ist haufig die letzte - Hohe: 700 - 900 mm
Einheit am Ende einer Wiege- und - Anschluss: 230 Volt
Verpackungslinie, von der aus die Produkte in - Gewicht: ca. 40 kg

groldere Gebinde verpackt werden.
Weitere GroRen und Sonderformen auf
Der Rundtisch wird in 3 StandardgréRen Anfrage.
gefertigt und verfligt Uber eine Kontrolleinheit,
mit der sich die Drehgeschwindigkeit der
Tischplatte stufenlos einstellen laft.

Durch steckbare FufRe ist der Drehtisch
hohenverstellbar und kann nach Gebrauch
platzsparend untergebracht werden.
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Rotary table 1400 VA

Rotary table VA 1400

The rotary table serves as a buffer table for
finished products. It is usually the final element
at the end of a weighing and packaging line.
From here, the products get packed into bigger
packing units.

The rotary table is available in 3 standard sizes
and equipped with a controller for stepless
rotary speed setting.

Technical details

- Diameter: 1000,1250,1400 mm
- Height: 700 - 900 mm
- Power supply : 230 Volt
- Weight: ca. 40 kg

Other sizes and special types on request.

Plug-in pedestals allow height adjustment of the

table and enables a compact storage after use.
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